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1- PRODUCT INTRODUCTION AND TECHNICAL SPECIFICATIONS  
KOMMAN VOX FORCE LINE PRO IS A FULLY AUTOMATIC, CONTACTLESS, ROBOTIC CAR 

WASH MACHINE. IT IS ONE OF THE MOST PREFERRED CAR WASH SYSTEMS WORLDWIDE IN 

RECENT YEARS. 

THIS SYSTEM: 

PERFORMS WASHING, FOAMING, RINSING, DRYING AND POLISHING PROCESSES FULLY 

AUTOMATICALLY 

DOES NOT DAMAGE VEHICLE PAINT THANKS TO ITS CONTACTLESS OPERATION PRINCIPLE 

DETECTS VEHICLE DIMENSIONS WITH ADVANCED SENSORS AND OPTIMIZES THE 

PROCESS, PROVIDING FLAWLESS CLEANING IN MINUTES 

TECHNICAL SPECIFICATIONS: 

PLATFORM DIMENSIONS: 7700 X 4300 X 3200 MM 

WASHING CAPACITY: 5900 X 2400 X 2200 MM TOTAL POWER: 35 KW – 380V – 50/60 HZ 

WATER PRESSURE: 90 – 110 BAR 

PUMP: 150 BAR – 150 L/MIN (HAWK) WATER CONSUMPTION: 100 – 200 L 

WASHING TIME: 6 – 8 MINUTES 

ELECTRICITY CONSUMPTION: 4 – 8 KWH 

SYSTEM FEATURES: 

• 4-AXIS ROBOTIC MOVEMENT SYSTEM 

• 17 NOZZLE 360° WASHING 

• 6 x 5.5 KW POWERFUL DRYING FANS VEHICLE DETECTION WITH ULTRASONIC SENSORS 

PLC TOUCH SCREEN CONTROL SYSTEM COLLISION AVOIDANCE SYSTEM 

• AUTOMATIC DOSING CHEMICAL MIXING



 

 

 

 

 

2- TRANSPORTATION AND INSTALLATION 

• Space and infrastructure required for installation: 

• Minimum 40 kW – 380V electrical infrastructure 

• 100 Amp fuse (3 phase) 

• 5x16 cable installation 

• Minimum 1 x 15 ton water tank 

• 12 bar – 500 liter compressor 

• Space suitable for platform dimensions is required. 

 

3- ELECTRICITY 

• Operating voltage: 380V / 3 Phase 

• Total power: 35 kW 

• Drying motors: 6 x 5.5 kW 

• Water pump motor power: 30 kW 

• Provides low consumption with an energy-saving system. 

 

4- COMMISSIONING THE MACHINE 

• The machine is tested after installation.  

• Settings are configured via the PLC system.  

• Washing programs are selected and the system is activated.  

• The system starts automatically when a car enters the platform.



 

 

 

 

 

 

5- WARNING AND PRECATUIONS 

• The electrical infrastructure must be adequate. 

• Water and chemical systems must be checked regularly. 

• Sensors must not be obstructed. 

• Unauthorized use must be prevented. The collision avoidance system must be kept active. 

 

6- OPERATOR 

Machine: 

• It operates with minimum staff.  

• The operator only controls the system.  

• Management is provided via QR or credit card payment system. 

Payment Systems: 

 Paying by credit card 

 Paying by QR code 

 Cash 

 

 

7- MAINTENANCE 

• Nozzle and filter cleaning should be done regularly.  

• Chemical levels should be checked.  

• Sensors and moving parts should be checked periodically.  

• Drying fans should be checked.



 

 

 

 

 

 

 

8- SERVICE 

• All machines are CE certified and comply with international standards.  

 

• Remote control and service support are available.  

 

• Spare parts and chemicals are supplied. 

 

9- WASHING CAPACITY 

• Time per car: 6 – 8 minutes 

 

• Hourly capacity: 7 – 15 vehicles (varies according to schedule) 

 

• Daily capacity: suitable for high-density businesses 

 

Washing Programs 

1. Full Wash with Polish 

2. Full Wash without Polish 

3. Double Dry with Polish + Colored Foam 

4. Double Dry without Polish + Smart Foam 

5. Express Wash 

6. Pressure Wash 

7. Pressure Wash + Drying 

 

The underbody washing system is standard and starts automatically.
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(Start Wash) 
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